
                                                                  Table 64.222 
                   DESIGN STANDARDS FOR VARIOUS CLASSES OF STREETS 

 
 
 
 
 
CHARACTERISTICS 

 
ARTERIAL 

EXPRESSWAY 

 
COLLECTORS 
MAJOR LOCAL 

 
LOCAL 

STREETS 

 
 

ALLEYS 
 
Maximum Grade 

 
6% 

 
8% 

 
10% 

 
10% 

 
Maximum Grade within 

50’ of 
Intersection 

 
3% 

 
4% 

 
5% 

 
5% 

 
Minimum Horizontal 

Centerline 
Curve Radius 

 
400’ 

 
250’ 

 
100’ 

 
100’ 

 
Minimum Tangent 

Between Curves 

 
200’ 

 
100’ 

 
50’ 

 
50’ 

 
Minimum Intersection 

Corner Radius 

 
20’ 

 
15’ 

 
5’ 

 
5’ 

  
EXPRESS-
WAY 

 
ARTERIAL 

 
COLLECTORS 

 
MAJOR LOCAL 

  

 
Typical Design Speed 

 
55 

 
45 

 
35 

 
30 

 
30 

 
20 

 
Minimum Stopping Sight 

Distance 

 
550’ 

 
350’ 

 
250’ 

 
200’ 

 
200’ 

 
150’ 

 
 


